
EXHIBIT [-I 
Office (618) 2514701 Fax (618) 251-4703 

Walter Greathouse, Sr. 
Metro-East Levee District 
1800 Edison Ave. 
Granite City, W 62040 

DearMr Greathouse 

Due to the u p m i n g  replacement of the bridges on E. Rt. 3, mjected to begin 
7/98) we have determined it would be in our best interest to replace the existing 6” piping 
which spans across the Cahokia Diversion Canal. The existing piping is within 30’ of the 
IDOT proposed bridge replacement. This type of activity poses an increased risk of 
damaging our present piping; therefore we have determined it is necessary to reroute this 
piping %om the present North to South direction to a North to Southwest direction This 
move will also make room for flirther road expansion by IDOT without restricting future 
expansion due to the location of our piperine. 

Enclosed please find our revised joint application for a permit extension to replace the 
existing 6” piping with 8 5/8”, wall thickness ,322, API high test X-42 with an allowable 
minimum yield strength of 3040 pounds per square inch piping. Our normal operating 
pressure is less than 500 PSI at this location. The projected start date for our piping 
replacement is 3/1/98. 

This new piping is not intended to allow increased system pressures but is intended to 
improve the safety of our system and safe guard the environment in your area. Your 
favorable consideration of the piping replacement would be greatly appreciated. 

If you need any further information or have any further questions please feel free to 
contact myself at your convenience. 

Enclosure 

Yours Very Truly 

General Manager 



Gonnlo Anclra, P.E. 

c f fhc iha  €hgrneeh ing  Sehuices 
1219Matamoros-SamesMooreBldg. -SuItc513 

P.O. BOX 6130 - hedo ,  Tuls 780426130 , 

Tel.: (210) 7243521 
PUe (210)724-2226 

'12- 12-97 

Attn: Mr. Mickael Ricketts. Project Manager 
& Mr. Jake Scanlon, Chief Readimer Branch 
Department of the Army 
St. Louis District, Corps of Engineers 
St. Louis Missouri, 63 103 - 2833 

Ref: CO-R 96-34 - Regulatory Branch File No. 19961 2680 - 
Subject: Replacement of 6" Pipe to an 8 5/8" Pipe Across Cahokia Division Canal. 

. .  Dear Sir: 

Due to the numerous objection to our original application and method of installation of a 
replacement pipeline across the Cahokia Division Canal. St. Louis Pipeline is hereby submitting a 
new application for subject replacement by directionally drilling and installing the new 8 5/8" 
pipeline. 

We are enclosing a copy of the joint application form with EXHIBIT "A' and 
attachments 1.2, and 3. And addendum to Cahokia Div. Canal Crossing . Please feel free to call 
Mt. Don Hopgood, Tel.: (618) 251-4701. 

Yours Very Truly 



ADDENUM 

The Cahokia Division Canal Crossing - a pipeline replacement by St. Louis Pipeline 
Corporation. 

December 12,1997 

I. The following items shall be added and adhered to by St. Louis Pipehe Corporation. 
1. The entrance and exit pits shall be constructed in accordance with the details 

submitted herein. The Pit area shall be restored to the original or better condition. 
Soil back fill shall be placed and compacted in 6" Layers with n minimum of four 
(4) passes with the tamping and compacting equipment. The soil shall be 
compacted to 90% S.P. density. This requirement shall also be implemented 
along the trench for the conventionally constructed pipeline. 

2. All drilling mud and cuttings shall be removed fiom the area and properly 
disposed. No release of liquids or solids to the waters of the canal shall be 
permitted. 

3 Construction shall be completed within one year of permit issuance. 

II. The following items shall be added. 
1. The entrance and exit pits shall be located as shown in Exhibit "A" - Attachment 

2. The entrance and exit pits shall be constructed in accordance with details S h O W  in 
1 & 2 .  

Attachment 3. 

. 



St. Louis Pipeline Corporation 
P. 0. Box 153 
Hartford. Ill. 62048 

Donald K. Hopgood 
General Manager 
St. Louis Pipeline Corporation 

St. Louis Pipeline Corporation owns and operate a 6" Jt.A. Pipeline vhich eupplies 
the Lambert International Airport with Jet Fuel. 
and has become exposed at the creek bottom due to eroaion. 
the line and lower below creek bottom. The Cahokia Creek drains into the Miseissippi 
River two thousand feet below crossing. 
will be by directional drilling no soil will be disturbed and all excess drilling mud 
will be contained and removed from site. 

The pipeline croBses the Cahokia Creek 
St. Louis proposcia to replace 

The method used to install the new 8" pipeline 
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.I8f OF ADJACENT W I R N  OWNER8 
NO. NAME ADDRE8S 
1. Dept. 01 8Atur.l hmurc*r S24 bouth 8acond St. 

2. Wood R i v r t  L l v m  D h t .  
a. 
4, 

Spr ina f idd ,  111. 62701 
Sh3 Y. Hadiaon A h .  
Wood Ilivrr, I l l .  62095 

NOTE See Exhibit "B" For.Pipe1ine Profile. 
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Connect to Existing - 6" P. 

I 

P L A N  
CAh6kll.CtdLk -'?.Le CCariing 
L p l i e a  6" Ulb" P i p t i i n 6  

LOCATION Hdrtford, I l l .  EXHIBIT "A" 
ee Att rchment 1 - 3 





Top of Levy 
Section - A - A 
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tockpile Excavated Mat'l 
18 Levee side or P i t  
ee Note 1 for Restoration 
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Straw Bale  Dikt 

P L A N  
ENTRANCE & EXIT PITS 

Stock Pile 

E L E V A T I O N  
Entrance And Exit Pits :KNERAL mss: 

I. Backfill shnll be compacted in 6" Layers 
with a minimum of four (4) pases compacted 
to 90% S.P. Density. 

2. Remove and dispose all straw bales 

I 3. Re-estnblish nren to equal or better St. Louis Pipeline Corp. 
Exhibit "A" Attachment 3 thnn originnl condition. 


